-duty “Do Not Operate” lockout 1.D. 1ags with brass grommers.

IZES RING FOR MORE DETAILS.

del construction eliminates loose parts
ateral provides twice the heat resistance and quadrupie the impact strength of typical stations.
provide easy padiock and hasp storage and removal.
' protects contents.
5 of valuable safety leckout padiocks.
_ 3 combpination leck for smple access control,
MENNEENENN. - 5 10 100,00 key changes availabie to fit the kirgest Lockout Systems

??E "l?? ** Innovative hinge holds cover open for easy product selection
RS T Avdlicole with your cholce of padlocks in 4, 10 or 20 formats.
q * Safety Hasps and Tags included

R STEERING
' WHEEL COVERS

* Three sizes availoble for various
glameter
steering wheels - 167, 207, 24"

Codes: LSWC1 16"

ROTATING ELECTRICAL PLUG LOCKOUT

* Suroungs the electrical plug; protects against
accidental recennection,
* Unique patent penaing rotating design allows

for easier installation in confined space Lswc2 20:
apolications. LSWC3 24

* Tough, ightweight, dieleciric Xenoy themoplastic ;
oedies withstand chemicals; performs
effactively in exreme conaitions. OVERSIZED PLUG &
{Temperature range -46 C to +177 C) HOIST CONTROL COVER

* The cinch sack coffers bread
goplication solutions sized ot
7" diameter by 17" tall

Codes: LHCC

* AVAILABLE IN 2 SIZES 2-1/4"dia x 6"x 3-1/4" with cor dia 3/4"
(Most 110-and some 220-volt plugs) CODE: LPL]
3"dia x 6" with cord dia 3/4"
(Most 220- & 550 volt plugs) CODE: LPL2







